Lamiglas SS101MHS 


Field Test by: Stephen Knapik
NYSDEC Licensed Fishing Guide # 4321

Product: Lamiglas SS101MHS built by Lamiglas & Stephen Knapik
Blank: SSU 1201MHS

Rod Rating: 10’ with a lure rating of 2 to 6 ounces and a line rating of 17 to 40 #’s. Tip size of 9 and a butt diameter of 1.030”. Average weight is approximately 8.5 ounces

Color of Blank: Dark Forest Green

Modifications: I left the factory reel seat in place and I covered the cork taped handle with black vinyl shrink-wrap. I used 6 Fuji Hardloy BSVLG guides # 50, 40, 30, 25, 20, & 16 at distances of 60”, 45”, 34”, 24”, 15”, and 7” from the tip of the rod. The distance from the reel spool to the stripper guide was 36”. The center of the reel seat from the butt measured 22 ¾”. While many anglers choose to use only four or five guides I prefer using six guides for better control and accuracy of my casts. 

Setup: Van Staal 250B with 50# Power Pro braided line/ 50# Fluorocarbon leader and duo-lock snap.

Date of Field test:Sunday February 3, 2008 from 1:00 P.M. till 2:30 P.M.

Place of Field test: Jones Inlet, NY

Conditions: Sunny skies, air temp 46 degrees, water temp 45 degrees, inlet seas were calm with an flooding tide, winds were west/southwest at 5 to 10 knots.

Plugs used in field test: Bucktails: 3/4, 1, 1 ½, 2, 2 ½ & 4 ounces. Bomber long A 7/8 ounce, Super Strike 7 ¼” Needlefish 1 ¾ ounces, 6" 2 1/8oz Super Strike Little Neck Deep Diver (Bottle Plug) Super Strike Darter 2 3/8 ounce, Gibbs Metal lip 3 1/2 ounce, Gibbs Canal Pencil 3 1/8 ounce, Storm Shad 3” 4” and 9”, Hopkins lures 1, 2 & 4 1/2 ounce, Super Strike Popper 2 ¼ ounce .

When I first received this ten foot partially built surf rod from Lamiglas this past January ’08, I noticed this “Medium Heavy” rod was rather thin and light with a medium/fast taper. According to Lamiglas this blank is rated for 2 to 6 ounces with a line weight of 17 to 40 pounds. Lamiglas states: “Using a proprietary blend of intermediate and high modulus graphite, the blanks deliver unquestioned strength and durability while maintaining the agility, responsiveness and lightweight nature of a complete graphite build”. 

This blank was designed to resist ovaling and failure common when surf rods are put under tremendous pressure, especially when fishing with the newer “braided” micro-filament fishing lines. 

When physically compared to the Lamiglas GSB 1201M the GSB is rated 4 to 12 ounces (over stated
